
NOTES:

   FOR GENERAL NOTES, SEE DWG. NO. 2.

   FOR TYPICAL CAP SECTIONS, SEE DWG. NO.8. 

   FOR TYPICAL EXPANSION JOINT DETAILS, SEE
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TO ALLOW FOR STRESSES.  BOND CABLES SHALL BE

"CATHODIC PROTECTION".

MOISTURE PROOF JOINT.  SEE SPECIFICATIONS,

SHALL BE COATED WITH SPLICING EPOXY TO OBTAIN

BELOW BOTTOM OF CONCRETE CAP.  WELDED CONNECTIONS

WELDED AS SPECIFIED TO ADJACENT SHEET PILES 3"

BOND CABLE SHALL HAVE AN 8 INCH DIAMETER LOOP

   INSTALL BOND CABLE AT ALL EXPANSION JOINTS.

BONDING NOTES:

40208Z11.DGN

#3 TIES @ 12"

L EXIST. 

SHEET PILE

405 @ 12" E.F.

W/L STA.81+74.95 SHOWN, W/L STA.79+87.69 OPP. HAND

C

6
"

(
T

Y
P

)

W/L STA.9+25.80 SIMILAR EXCEPT H-12 SHEET PILE

6" 6"

PROTECTED SIDE

FLOOD SIDE

"I"-WALL PMA22 UNCAPPED SHEET PILING

THREE BULB WATERSTOP

TRANSITION - I-WALL TO UNCAPPED SHEET PILING

SCALE: 1�’’ = 1’-0"

12"

1
’
 
-
 
5

’
’

6’’

TYPICAL REINFORCING - TYPE I   I-WALL

16

APPROVEDDATEDESCRIPTIONSYMBOL

REVISIONS

PLOT DATE:PLOT SCALE:

SOLICITATION NO.

DWG.       OF

DRAWN BY:

CADD FILE:

DATE:

SUBMITTED BY:

DESIGN ENGINEER

CHECKED BY:

DESIGNED BY:

FILE NO.

NEW ORLEANS,  LOUISIANA

ORLEANS LEVEE DISTRICT

BOARD OF LEVEE COMMISSIONERS

U.S. ARMY ENGINEER DISTRICT, NEW ORLEANS

NEW ORLEANS,   LOUISIANA

CORPS OF ENGINEERS

1

A

B

C

D

5 234

5 4 3 2 1

TYPICAL JOINT DETAILS

B. DORCEY

J. ROMERO

12" O.C. FOR 

�’’ / BOLTS

0

0

�’’ R

�’’ R

3
"

�’’

�’’

SCALE: 12" = 1’-0"

MODIFIED "L" TYPE WATERSTOP

+

+

SEAL RETAINING BAR

SCALE: 12’’ = 1’’ - 0’’

1’’ 1’’

2’’

C.R.S.

�’’ R

�
’
’

�’’ O HOLE, 12’’ O.C.

FOR �’’ O BOLTS

UNCAPPED SHEET PILING

1"

BOLTS. FIRST HOLE 4"

FROM TOP OF PILE.

PMA22 SHEET PILE 

0

0

0

0

"L" TYPE WATERSTOP

(MODIFIED)

THREE BULB

WATERSTOP

0

CUT LINE

PROTECTED SIDE

FLOOD SIDE

SCALE: 3" = 1’-0"

"I"-WALL

TRANSITION - I-WALL TO UNCAPPED SHEET PILING

JOINT DETAIL

UNCAPPED SHEET PILING

TOP OF SHEET

(PROTECTED SIDE)

THREE BULB WATERSTOP

L-TYPE

WATERSTOP

DRIVE 2 END SHEETS 

DOWN 9"

9
"

9
"

1
’
-
3
"

SHEET PILE INTERLOCKS

3" 3"

3
"

FLOOD SIDE ELEVATION

UNCAPPED SHEET PILING TO "I"-WALL

BOND CABLE

"I"-WALL MONOLITH

TOP OF SHEET PILING

EL. VARIES

SEE PROFILE

PILING, EL. VARIES

SEE PROFILE

SEE PROFILE

EL. VARIES

B. GRUBB

3�’’

�’’ R

1�’’

�’’

1�’’

�’’ / HOLE,

06’’ 3’’

SCALE: 12’’ = 1’ - 0’’

1’012’’

SCALE: 3’’ = 1’ - 0’’

0 2’ 4’1’ 3’ 5’12’’

SCALE:  3/4 ’’ = 1’- 0’’

A DC

3�’’

2�’’

2�’’ DRILL�’’ / HOLES AT

12" C.C. FOR�’’ / BOLTS.

2�’’ LONG

�’’ / C.R.S. BOLT,

1�’’x�’’ C.R.S. BAR,

DRILL�’’ / HOLES

AT 12" C.C. FOR �’’ /

�

INCENTIVE

CLAUSES

E E R

I
N

G

N
I

G
N

E

LA
V

UE

YOUR KEY TO

HIGHER PROFITS

Safety is a Part

of Your Contract

J. ROMERO

SCALE:  3/4 ’’ = 1’- 0’’ MAR. 1993

SEE BONDING NOTES.

EL. VARIES

BOTTOM OF I-WALL

1
2
’
’

1
2
’
’

PL�X9" C.R.S.

EL.10.0

8
"

9
"

EXIST. CONC. CAPPED

SHEET PILE WALL TO

EXIST. PMA22

2’-0"

2
’
-
0
"

1

1

REMAIN

EXISTING CONCRETE CAPPING

VICINITY VETERANS HWY.

SCALE:  3/4 ’’ = 1’- 0’’

APR 1993

#5  (TYP.)

#5 @ 12" E.F.

   FOR LEVEE TYPICAL SECTIONS, SEE DWGS. 6 & 7.

DWGS. 13 AND 14.

Time-13:42:00 

Date-Apr.  5, 1993


